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Modular
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Tamas Modular Boiler Panels are 
equipped with Indoor Outdoor Reset, 
mixing, and DHW controls. It provides 
a versatile method for distributing 
heat to multiple applications.

• Pre-designed and assembled for 
optimum performance

• Function and pressure tested

• Wired for trouble-free installation

• Packaged, compact design

• Expandable capabilities

• Certified to CSA C22.2 No. 14-95

• Conforms to UL Standard 598A
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T- BO-00-2112
1 2 3 4 5 6 7 8

1    Tamas Board

2    Boiler Board (Board Type)

3    Not Applicable (Mixing Method)

4    Not Applicable (Dispersion Method)

5    BTU Output (x100,000)

6    High Temperature Zones (Max 2)

7    Low Temperature Zones (Max 2)

8    Injection Zones Max 2

Options

The system is available in 100,000 BTU, 200,000 BTU 
and 300,000 BTU models. Each panel comes standard 
with a boiler pump, air eliminator, terminal designations, 
and four sets of auxiliary primary/secondary connections.

The Boiler Panel is configured with expansion ports 
designed to accept input signals from future auxiliary 
boards.

Optional secondary injection mixing components, as 
well as low and high temperature zones can be added 
to the system. This enables the panel to accommodate 
DHW and fancoil applications.

Board Identification

System Specifications

Dimensions (inch)

Dimensions (mm)

Max Operating Temp.

Max Operating Pressure

Max Ambient Temp.

Power Supply

L-560  H-662  W-305

L-22.04  H-26.06  W-12.0

90 °C / 194°F

6 Bar / 87 PSI

50°C / 122°F

120V  15A

Panel Enclosure Powder Coated Steel

Tamas Hydronic does not accept responsibility for 
possible error in printed material and reserves the 
right to alter products without notice. 
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